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NOTES (CONTINUED):

3. THE FOLLOWING LGAT STANDARD DRAWINGS ARE TO BE READ IN CONJUNCTION
WITH THIS SET OF DRAWINGS.

- TSD-R02.v2 RURAL ROADS SEALED
- TSD-R03.v2 RURAL ROADS TYPICAL PROPERTY ACCESS
- TSD-R04.v2 RURAL ROADS TYPICAL DRIVEWAY PROFILE
- TSD-R06.v2 URBAN ROADS TYPICAL SECTION AND PAVEMENT WIDTHS
- TSD-R09.v2 URBAN ROADS DRIVEWAYS
- TSD-R11.v2 URBAN ROADS FOOTPATHS
- TSD-R12.v2 SUB SOIL DRAINS CONSTRUCTION DETAILS
- TSD-R20.v2 TRAFFIC ISLANDS
- TSD-R21.v2 ROAD HUMPS, THRESHOLDS AND ROUNDABOUTS
- TSD-R22.v2 BUS BAYS
- TSD-R23.v2 SIGNS
- TSD-R24.v2 LINE MARKING PARKING CONTROL AND SIGNAGE
- TSD-R31.v2 BARRIERS/GUARDS RAIL RIGID BOLLARDS
- TSD-R32.v2 BARRIERS/GUARDS RAIL LOCKABLE BOLLARDS
- TSD-R35.v2 PEDESTRIAN FENCES

4. THE CONTRACTOR IS TO ENGAGE AN APPROVED SURVEYOR FOR ONSITE SETOUT.
SETOUT DETAILS CAN BE PROVIDED TO THE SURVEYOR BY THE SUPERINTENDENT.
A MINIMUM OF 7 DAYS NOTICE IS REQUIRED FOR SETOUT INFORMATION FROM THE
SUPERINTENDENT.

5. HOLD POINTS:
REFER TO TABLE SHOWN IN SECTION 2.14 HOLD POINTS, OF THE REQUEST FOR
TENDER DOCUMENTATION PROVIDED.

6. ALL DIMENSIONS SHOWN SHALL BE VERIFIED ON SITE.

7. DURING CONSTRUCTION STRUCTURES SHALL BE MAINTAINED AND NO PART SHALL
BE OVER STRESSED.

8. THE WORKS SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE CURRENT
VERSIONS OF THE LGAT (IPWEA) STANDARD DRAWINGS AND THE DEPARTMENT OF
STATE GROWTH (DSG) STANDARD SPECIFICATIONS UNLESS SPECIFIED OTHERWISE.
THE DSG STANDARD SPECIFICATIONS ARE LISTED ON THE DSG WEBSITE. IF THERE
IS CONFLICT BETWEEN THE LGAT (IPWEA) STANDARD DRAWINGS AND THE DSG
SPECIFICATIONS, THEN CLARIFICATION IS TO BE SOUGHT FROM THE
SUPERINTENDENT PRIOR TO UNDERTAKING WORKS.

9. ALL DIMENSIONS WHICH TIE INTO OR OTHERWISE RELATE TO EXISTING
STRUCTURES SHALL BE VERIFIED ON SITE PRIOR TO START OF CONSTRUCTION.

10. CHECK LOCATION AND LEVEL OF SERVICES PRIOR TO COMMENCING
CONSTRUCTION.

11. REINSTATE ALL DISTURBED SURFACES TO ORIGINAL CONDITION BEFORE PROJECT
CONDITION.

12. AS BUILT DETAILS ARE TO BE DETAILED ON THE DRAWING AND RETURNED TO THE
DESIGN OFFICE THROUGH THE SUPERVISOR.

13. THE CONTRACTOR SHALL PREPARE AND PROVIDE THE COUNCIL WITH A SEDIMENT
AND EROSION CONTROL PLAN FOR THE WORKS. NO WORK SHALL COMMENCE UNTIL
THIS PLAN HAS BEEN APPROVED BY THE COUNCIL.

14. ALL ASPHALT  SEAL SHALL BE PLACED IN ACCORDANCE WITH DIER SPECIFICATION
R55 - ASPHALT PLACEMENT OCTOBER 2009.

15. ALL LINE MARKING IS TO BE  INSTALLED BY A DIER APPROVED CONTRACTOR, TO
DIER SPECIFICATIONS. WATER BASED DURABLE

16. TRAFFIC ISLAND INFILL IS TO BE FINISHED WITH "STREET BOND" COLOUR TO BE

SANDSTONE COLOURED STAMPED 210mm X 180mm STRETCHER BOND PATTERN.

17. SUPPLY, SPREAD, TRIM AND COMPACTION OF BASE GRAVEL MATERIALS AS PER
DIER/LGAT SPECIFICATION TO THE DESIGN DEPTHS AND LEVELS.

18. FILL MATERIAL TO BE PLACED IN 200mm MAXIMUM LAYERS AND COMPACTED TO 95%
STANDARD COMPACTION.

19. EXISTING TREES TO BE PRESERVED UNO. SEEK DIRECTION FROM
PRINCIPAL/SUPERINTENDENT WITH REGARD TO TREATMENT AND ANY PROPOSED
TREE REMOVAL.

20. FENCING SCHEDULE IS AS FOLLOWS.
A. FENCE TYPE 'CM' REFER LGAT STANDARD DRAWINGS FOR DETAILS, REFER

BILL OF QUANTITIES AND DRAWINGS FOR LOCATIONS.
NOTE: FENCE TYPE 'WRT' TO BE USED WHEN OFFSET/CLEARANCE FROM
SHARED PATH IS LESS THAN 0.5m.

B. FENCE TYPE 'PEN' PENGUIN FENCE REFER TO DETAIL BELOW FOR DETAILS.
REFER BILL OF QUANTITIES AND DRAWINGS FOR LOCATIONS.
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REFER BELOW FOR POST SIZING.
END/CORNER POSTS - 60.3 x 4.5 CHS
INTERMEDIATE POSTS - 48.3 x 4.5 CHS

CHAIN MESH – BLACK PVC COATED
GALV. 50 x 2.5mm CHAINWIRE WITH
BARBED SELVEDGE AT TOP.
TIRE WIRES BLACK PVC COATED GALV.
WIRE AT 450 MAX CRS ON ALL
SUPPORT WIRES.
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SUPPORT CABLES, DOUBLE
TWISTED BLACK PVC COATED
GALV. 4mm WIRE TOP AND
BOTTOM OF FENCE.

CHAINWIRE LACED TO END POSTS
WITH TIE WIRE - TYPICAL. FENCE TYPE 'CM' & 'PEN' NOTES:

1. CIRCULAR HOLLOW SECTIONS (CHS) TO BE GRADED C250 TO AS1163 UNLESS
INDICATED OTHERWISE.

2. CONCRETE GRADE SHALL BE N32/20.
3. GALVANIZED CHAINWIRE SHALL CONFORM TO AS2423, WITH MESH SIZE OF 50mm AND

2.5mm DIAMETER WIRE, AND COATED WITH BLACK PVC.
4. SELVEDGES: BARBED SELVEDGES SHALL BE USED AT TOP EXCEPT ON GATES AND

FENCES WHERE A TOP RAIL IS SPECIFIED, WHERE KNUCKLED SELVEDGES ARE USED
TOP AND BOTTOM.

5. CORNER POSTS TO BE ADOPTED WHERE THE CHANGE IN ANGLE IN HORIZONTAL
ALIGNMENT EXCEEDS 20 DEGREES.

6. TIE/LACING WIRE SHALL BE 1.57mm BLACK PVC COATED GALVANIZED WIRE UNLESS
SPECIFIED OTHERWISE.

7. BOLTS, NUTS AND WASHERS TO BE HOT-DIP GALVANIZED TO AS/NZS4680.
8. WELDING SHALL BE TO AN/NZS1554.1
9. ALL STEELWORK AND FITTINGS SHALL BE HOT-DIP GALVANISED TO AS/NZS4680.
10. GALVANIZED FENCING WIRE TO AS2423.
11. DIMENSIONS ARE IN MILLIMETRES UNLESS NOTED OTHERWISE.
ASSOCIATED DOCUMENTS:

- TASMANIAN-STANDARD-DRAWINGS 'LGAT'
REFERENCED DOCUMENTS:
AUSTRALIAN STANDARDS:

- AS1163 STRUCTURAL STEEL HOLLOW SECTIONS
- AS1214 HOT-DIP GALVANIZED COATINGS ON THREADED FASTNERS (ISO METRIC

COARSE THREAD SERIES).
- AS/NZS1554.1 WELDING OF STEEL STRUCTURES
- AS1725 GALVANISED RAIL-LESS CHAINWIRE SECURITY FENCES
- AS2423 GALVANISED WIRE FENCING PRODUCTS.
- AS/NZS3679.1 HOT-ROLLED STRUCTURAL STEEL BARS AND SECTIONS.
- AS/NZS4680 HOT-DIP GALVANIZED (ZINC COATINGS AND FABRICATED FERROUS

ARTICLES

CORNER POST STAY
42.4 x 4 CHS AT 45
DEGREE ANGLE FROM
BOTTOM OF FENCE
REFER NOTE 5.

GALVANIZED
POST CAP.

CHAINWIRE LACED TO
END/INTERMEDIATE POSTS
WITH TIE WIRE - TYPICAL. CHAIN MESH – BLACK PVC COATED

GALV. 50 x 2.5mm CHAINWIRE WITH
BARBED SELVEDGE AT TOP.
TIRE WIRES BLACK PVC COATED GALV.
WIRE AT 450 MAX CRS ON ALL
SUPPORT WIRES.
FOLDED ALONG EXISTING SURFACE.
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REMOVE EXISTING PATH
OR UTILIZE FOR NEW

RAIL ALIGNMENT

DEMOLISH EXISTING KERB AND CHANNEL,
CONSTRUCT NEW KCS KERB AND CHANNEL
ON EDGE OF NEW 3m WIDE PATH. MAINTAIN
EXISTING KERB GRADE AND FLOW DIRECTION.

CONSTRUCT TYPE 1
SIDE ENTRY PIT AND
RENEW OUTFALL PIPE
WITH DN300 PP 'SN8'
1% MIN GRADE.

CONCRETE
SLABS TO REMAIN

REALIGN MINIATURE
RAIL CLEAR OF NEW
PATH. ALIGNMENT TO
BE DETERMINED.

CONCRETE INFILL KERBED
ISLAND

UNBROKEN WHITE LINE

3.00

5.00

1.38

WHITE CHEVRON

4.54

1.471.47

R0.3
0

EX
IS

TI
NG

 R
AI

L 
AL

IG
NM

EN
T

2.50
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CONSTRUCT ASPHALT FLAT TOP HUMP AND INSTALL
MARKINGS AS PER TSD-R21-v2 WATTS PROFILE HUMP.

 RAIL 'STATION' POSSIBLY
TO BE RELOCATED TO SUIT

NEW RAIL ALIGNMENT

MAINTAIN ALIGNMENT
OF EXITING EDGE OF
FOOTPATH
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LISTMAP RAIL BOUNDARY
EXTENT OF 'EZY-GUARD SMART' SINGLE SIDED W-BEAM GUARD RAIL SYSTEM. SUPPLY AND INSTALL
X-TENSION 350 TANGENT & FLARED END TERMINAL AT ENDS OF EZY-GUARD SYSTEM.

EXTENT OF NEW ROAD WORKS.

LEGEND:
EXTENT OF LOCALISED SHAPING TO IMPROVE EXISTING
DRAINAGE, PLANT GRASS SEED ONCE COMPLETE.
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WARNING
BEWARE OF 

The location of underground services is
approximate only and the exact position
should be proven on site. No guarantee
is given that all services are shown.

UNDERGROUND SERVICESEXTENT OF OVERLAY RESEAL
3m WIDE X 25mm THICK SEAL.

EXTENT OF EX ROAD EDGE LINE.

/ EXTENT OF TYPE CM FENCING 1.2m HIGH - REFER SCHEDULE C01.

EXTENT OF SAFEROADS SEPARATION KERB SYSTEM OR SIMILAR APPROVED.

EXTENT OF EX ROAD CENTRE LINE.

EXTENT OF NEW PATHWAY

/ EXTENT OF TYPE PEN FENCING 0.6m HIGH - REFER SCHEDULE C01.

DIRECTION OF
DRAINAGE.

BOAT RAMP

BOAT RAMP

18.20

SITE PLAN1 1:500
0 1 2 5 10 25m

DETAIL PLAN2 1:100
0 1 2 5 10 25m

CONSTRUCT TYPE 1
SIDE ENTRY PIT AND
RENEW OUTFALL PIPE
WITH DN300 PP 'SN8'
1% MIN GRADE.

RETAIN AND PROTECT
EXISTING LANDSCAPING
THROUGHOUT WORKS.

2.40
2.62

1.59
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WALTER
SURVEYS

CARPARK TO BE DEMOLISHED FOR NEW PATH.
NEW CARPARK - 8 SPACES.

EXISTING PEDESTRIAN
MAZE TO REMAIN

DEMOLISH EXISTING KERB AND CHANNEL AND
CONSTRUCT NEW KERB AND CHANNEL TO
ACCOMMODATE BUS BAY AND NEW PATH.

TREE LIMBS TO BE
REMOVED AS DIRECTED BY
CENTRAL COAST COUNCIL

FLAT TOP HUMP TO BE
CONSTRUCTED INCLUDING
ASSOCIATED LINE MARKING AS
PER TSD-R21-v1, 3.7m WIDE.

PRESERVATION 
   DRIVE

BEACH

JO
HNSO

NS

ROAD

A3

PART PLAN - CH190 - CH55003/07/2021

MM CW

41828PDA CENTRAL COAST COUNCIL
COASTAL PATHWAY PENGUIN TO SULPHUR CREEK
CONSTRUCTION DOCUMENTATION

---- ---- ---- ---- ----

---- ---- ---- ---- ----

B ADDED MISSING LEVELS TO LONGITUDINAL SECTIONS MM 03.11.2021 CW

A ISSUED FOR CONSTRUCTION MM 22.10.2021 CW

---- ---- ---- ---- ----

AS SHOWN

N

EXISTING 80KM/H SIGNS TO BE
REPLACED WITH 70KM/H EXITING
PENGUIN AND RETAIN EXISTING 60KM/H
SIGNS ENTERING PENGUIN RELOCATE
SIGNAGE TO CH0370.

SITE PLAN2 1:1000
0 50m201042

LONGITUDINAL SECTION1 H: 1:1000                                               V: 1:200
0 50m201042 0 50m201042

LISTMAP RAIL BOUNDARY
EXTENT OF 'EZY-GUARD SMART' SINGLE SIDED W-BEAM GUARD RAIL SYSTEM. SUPPLY AND INSTALL
X-TENSION 350 TANGENT & FLARED END TERMINAL AT ENDS OF EZY-GUARD SYSTEM.

EXTENT OF NEW ROAD WORKS.

LEGEND:
EXTENT OF LOCALISED SHAPING TO IMPROVE EXISTING
DRAINAGE, PLANT GRASS SEED ONCE COMPLETE.

LINEMARKING NOTES:

1. POSTED SPEED LIMIT 70km/h
2. DESIGN VEHICLE 12.5m LONG BUS/TRUCK.
3. CHECK VEHICLE 19.0m LONG SEMI-RIGID VEHICLE.
4. REMARKING OF INTERSECTION DESIGNED IN PRINCIPLE

WITH AUSTROADS GUIDE TO ROAD DESIGN PART 4A
INTENT. DUE TO EXISTING BRIDGE CONSTRAINTS, AN
ALTERNATIVE ARRANGEMENT IS PROPOSED.

5. ALL PAVEMENT MARKINGS TO BE IN ACCORDANCE WITH DSG
STANDARD DRAWINGS AND SPECIFICATIONS. RPPM'S TO BE
INSTALLED AS PER DSG STANDARD DRAWINGS AS SHOWN
BELOW.

SD-81.001 SD-81.005
SD-81.003

DRAWING STATUS:

COORDINATE DATUM:

PLANAR (SCALED MGA94)

CONSTRUCTION

DATE/TIME:   Wednesday, 3 November 2021 11:30:09 AM PLOTTED: MATTHEW MAYER FILE LOCATION: L:\PROJECTS\41828 - CCC - DESIGN PATHWAY - PRESERVATION DRIVE, PENGUIN TO SULPHUR CREEK\DRAWINGS\41828
TENDER.DWG

WARNING
BEWARE OF 

The location of underground services is
approximate only and the exact position
should be proven on site. No guarantee
is given that all services are shown.

UNDERGROUND SERVICESEXTENT OF OVERLAY RESEAL
3m WIDE X 25mm THICK SEAL.

EXTENT OF EX ROAD EDGE LINE.

/ EXTENT OF TYPE CM FENCING 1.2m HIGH - REFER SCHEDULE C01.

EXTENT OF SAFEROADS SEPARATION KERB SYSTEM OR SIMILAR APPROVED.

EXTENT OF EX ROAD CENTRE LINE.

EXTENT OF NEW PATHWAY

/ EXTENT OF TYPE PEN FENCING 0.6m HIGH - REFER SCHEDULE C01.

EXISTING BOX CULVERTS
UNDER ROAD AND RAIL

2
40

1
40

NOTE: PATH TO FOLLOW EXISTING SURFACE UNO.

E2

B1

B2

MATCH INTO EXISTING
LINEMARKING.

CC

CC S

B1

B1  START AT CH0352

S  START AT CH0417

B1  START AT CH0474

C   TOTAL
LENGTH 41.5m

E2

SW2/1

SUPPLY AND INSTALL ET2000 PLUS END
TERMINAL AT CH0480.

NEW W6-1 AND W8-25 UNDER
AS PER FIGURE 7 OF AS1742.10-2009

PLACE AT CH0370.

41828 - 11B
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PRESERVATION DRIVE

N
A3

PART PLAN - CH550 - CH90003/07/2021

MM CW

41828PDA CENTRAL COAST COUNCIL
COASTAL PATHWAY PENGUIN TO SULPHUR CREEK
CONSTRUCTION DOCUMENTATION

---- ---- ---- ---- ----
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B ADDED MISSING LEVELS TO LONGITUDINAL SECTIONS MM 03.11.2021 CW

A ISSUED FOR CONSTRUCTION MM 22.10.2021 CW

---- ---- ---- ---- ----

AS SHOWN

TASWATER ACCESS CROSSES TASRAIL.
TASRAIL LICENCE REFERENCE P19

EXISTING GUARDRAIL TO BE
REMOVED ALONG ENTIRE
SECTION OF NEW PATH
BETWEEN CH750 - CH1550.

SITE PLAN2 1:1000
0 50m201042

LONGITUDINAL SECTION1 H: 1:1000                                               V: 1:200
0 50m201042 0 50m201042

LISTMAP RAIL BOUNDARY
EXTENT OF 'EZY-GUARD SMART' SINGLE SIDED W-BEAM GUARD RAIL SYSTEM. SUPPLY AND INSTALL
X-TENSION 350 TANGENT & FLARED END TERMINAL AT ENDS OF EZY-GUARD SYSTEM.

EXTENT OF NEW ROAD WORKS.

LEGEND:
EXTENT OF LOCALISED SHAPING TO IMPROVE EXISTING
DRAINAGE, PLANT GRASS SEED ONCE COMPLETE.

LINEMARKING NOTES:

1. POSTED SPEED LIMIT 70km/h
2. DESIGN VEHICLE 12.5m LONG BUS/TRUCK.
3. CHECK VEHICLE 19.0m LONG SEMI-RIGID VEHICLE.
4. REMARKING OF INTERSECTION DESIGNED IN PRINCIPLE

WITH AUSTROADS GUIDE TO ROAD DESIGN PART 4A
INTENT. DUE TO EXISTING BRIDGE CONSTRAINTS, AN
ALTERNATIVE ARRANGEMENT IS PROPOSED.

5. ALL PAVEMENT MARKINGS TO BE IN ACCORDANCE WITH DSG
STANDARD DRAWINGS AND SPECIFICATIONS. RPPM'S TO BE
INSTALLED AS PER DSG STANDARD DRAWINGS AS SHOWN
BELOW.

SD-81.001 SD-81.005
SD-81.003

DRAWING STATUS:

COORDINATE DATUM:

PLANAR (SCALED MGA94)

CONSTRUCTION

DATE/TIME:   Wednesday, 3 November 2021 11:30:20 AM PLOTTED: MATTHEW MAYER FILE LOCATION: L:\PROJECTS\41828 - CCC - DESIGN PATHWAY - PRESERVATION DRIVE, PENGUIN TO SULPHUR CREEK\DRAWINGS\41828
TENDER.DWG

WARNING
BEWARE OF 

The location of underground services is
approximate only and the exact position
should be proven on site. No guarantee
is given that all services are shown.

UNDERGROUND SERVICESEXTENT OF OVERLAY RESEAL
3m WIDE X 25mm THICK SEAL.

EXTENT OF EX ROAD EDGE LINE.

/ EXTENT OF TYPE CM FENCING 1.2m HIGH - REFER SCHEDULE C01.

EXTENT OF SAFEROADS SEPARATION KERB SYSTEM OR SIMILAR APPROVED.

EXTENT OF EX ROAD CENTRE LINE.

EXTENT OF NEW PATHWAY

/ EXTENT OF TYPE PEN FENCING 0.6m HIGH - REFER SCHEDULE C01.

NOTE: PATH TO FOLLOW EXISTING SURFACE UNO.

E2

B2

B1

S   BOTH SIDES

LINEMARKING NOTES:

1. POSTED SPEED LIMIT 70km/h
2. DESIGN VEHICLE 12.5m LONG BUS/TRUCK.
3. CHECK VEHICLE 19.0m LONG SEMI-RIGID VEHICLE.
4. REMARKING OF INTERSECTION DESIGNED IN PRINCIPLE

WITH AUSTROADS GUIDE TO ROAD DESIGN PART 4A
INTENT. DUE TO EXISTING BRIDGE CONSTRAINTS, AN
ALTERNATIVE ARRANGEMENT IS PROPOSED.

5. ALL PAVEMENT MARKINGS TO BE IN ACCORDANCE WITH DSG
STANDARD DRAWINGS AND SPECIFICATIONS. RPPM'S TO BE
INSTALLED AS PER DSG STANDARD DRAWINGS AS SHOWN
BELOW.

SD-81.001 SD-81.005
SD-81.003

S   START AT CH0865

B2 START AT CH0752

B2 START AT CH0873

EC2  START AT CH0810 - CH900

SUPPLY AND INSTALL ET2000 PLUS END
TERMINAL AT CH0860.

SIGNAGE ON GATE
'PRIVATE KEEP OUT'

41828 - 12B
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WALTER
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PRESERVATION       
      

      
    D

RIVE

SITE PLAN2 1:1000
0 50m201042

LISTMAP RAIL BOUNDARY
EXTENT OF 'EZY-GUARD SMART' SINGLE SIDED W-BEAM GUARD RAIL SYSTEM. SUPPLY AND INSTALL
X-TENSION 350 TANGENT & FLARED END TERMINAL AT ENDS OF EZY-GUARD SYSTEM.

EXTENT OF NEW ROAD WORKS.

LEGEND:
EXTENT OF LOCALISED SHAPING TO IMPROVE EXISTING
DRAINAGE, PLANT GRASS SEED ONCE COMPLETE.

DRAWING STATUS:

COORDINATE DATUM:

PLANAR (SCALED MGA94)

CONSTRUCTION

DATE/TIME:   Wednesday, 3 November 2021 11:30:30 AM PLOTTED: MATTHEW MAYER FILE LOCATION: L:\PROJECTS\41828 - CCC - DESIGN PATHWAY - PRESERVATION DRIVE, PENGUIN TO SULPHUR CREEK\DRAWINGS\41828
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WARNING
BEWARE OF 

The location of underground services is
approximate only and the exact position
should be proven on site. No guarantee
is given that all services are shown.

UNDERGROUND SERVICESEXTENT OF OVERLAY RESEAL
3m WIDE X 25mm THICK SEAL.

EXTENT OF EX ROAD EDGE LINE.

/ EXTENT OF TYPE CM FENCING 1.2m HIGH - REFER SCHEDULE C01.

EXTENT OF SAFEROADS SEPARATION KERB SYSTEM OR SIMILAR APPROVED.

EXTENT OF EX ROAD CENTRE LINE.

EXTENT OF NEW PATHWAY

/ EXTENT OF TYPE PEN FENCING 0.6m HIGH - REFER SCHEDULE C01.

A3

PART PLAN - CH900 - CH120003/07/2021

MM CW

41828PDA CENTRAL COAST COUNCIL
COASTAL PATHWAY PENGUIN TO SULPHUR CREEK
CONSTRUCTION DOCUMENTATION
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B ADDED MISSING LEVELS TO LONGITUDINAL SECTIONS MM 03.11.2021 CW

A ISSUED FOR CONSTRUCTION MM 22.10.2021 CW
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AS SHOWN

N

LONGITUDINAL SECTION1 H: 1:1000                                               V: 1:200
0 50m201042 0 50m201042

EXISTING CONCRETE
LINED DRAIN TO REMAIN

NOTE: PATH TO FOLLOW EXISTING SURFACE UNO.

LINEMARKING NOTES:

1. POSTED SPEED LIMIT 70km/h
2. DESIGN VEHICLE 12.5m LONG BUS/TRUCK.
3. CHECK VEHICLE 19.0m LONG SEMI-RIGID VEHICLE.
4. REMARKING OF INTERSECTION DESIGNED IN PRINCIPLE

WITH AUSTROADS GUIDE TO ROAD DESIGN PART 4A
INTENT. DUE TO EXISTING BRIDGE CONSTRAINTS, AN
ALTERNATIVE ARRANGEMENT IS PROPOSED.

5. ALL PAVEMENT MARKINGS TO BE IN ACCORDANCE WITH DSG
STANDARD DRAWINGS AND SPECIFICATIONS. RPPM'S TO BE
INSTALLED AS PER DSG STANDARD DRAWINGS AS SHOWN
BELOW.

SD-81.001 SD-81.005
SD-81.003 E2

B1

B2

B1  START AT CH1154

B2 START AT CH0873

EXISTING ROAD
CENTRE LINES.

41828 - 13B
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WALTER
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PRESERVATION DRIVE

EXISTING GUARDRAIL TO BE
REMOVED ALONG ENTIRE
SECTION OF NEW PATH
BETWEEN CH750 - CH1550.

A3

PART PLAN - CH1200 - CH155003/07/2021

MM CW

41828PDA CENTRAL COAST COUNCIL
COASTAL PATHWAY PENGUIN TO SULPHUR CREEK
CONSTRUCTION DOCUMENTATION
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B ADDED MISSING LEVELS TO LONGITUDINAL SECTIONS MM 03.11.2021 CW

A ISSUED FOR CONSTRUCTION MM 22.10.2021 CW
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AS SHOWN

SITE PLAN2 1:1000
0 50m201042

LISTMAP RAIL BOUNDARY
EXTENT OF 'EZY-GUARD SMART' SINGLE SIDED W-BEAM GUARD RAIL SYSTEM. SUPPLY AND INSTALL
X-TENSION 350 TANGENT & FLARED END TERMINAL AT ENDS OF EZY-GUARD SYSTEM.

EXTENT OF NEW ROAD WORKS.

LEGEND:
EXTENT OF LOCALISED SHAPING TO IMPROVE EXISTING
DRAINAGE, PLANT GRASS SEED ONCE COMPLETE.

LINEMARKING NOTES:

1. POSTED SPEED LIMIT 70km/h
2. DESIGN VEHICLE 12.5m LONG BUS/TRUCK.
3. CHECK VEHICLE 19.0m LONG SEMI-RIGID VEHICLE.
4. REMARKING OF INTERSECTION DESIGNED IN PRINCIPLE

WITH AUSTROADS GUIDE TO ROAD DESIGN PART 4A
INTENT. DUE TO EXISTING BRIDGE CONSTRAINTS, AN
ALTERNATIVE ARRANGEMENT IS PROPOSED.

5. ALL PAVEMENT MARKINGS TO BE IN ACCORDANCE WITH DSG
STANDARD DRAWINGS AND SPECIFICATIONS. RPPM'S TO BE
INSTALLED AS PER DSG STANDARD DRAWINGS AS SHOWN
BELOW.

SD-81.001 SD-81.005
SD-81.003

DRAWING STATUS:

COORDINATE DATUM:

PLANAR (SCALED MGA94)

CONSTRUCTION

DATE/TIME:   Wednesday, 3 November 2021 11:30:40 AM PLOTTED: MATTHEW MAYER FILE LOCATION: L:\PROJECTS\41828 - CCC - DESIGN PATHWAY - PRESERVATION DRIVE, PENGUIN TO SULPHUR CREEK\DRAWINGS\41828
TENDER.DWG

WARNING
BEWARE OF 

The location of underground services is
approximate only and the exact position
should be proven on site. No guarantee
is given that all services are shown.

UNDERGROUND SERVICESEXTENT OF OVERLAY RESEAL
3m WIDE X 25mm THICK SEAL.

EXTENT OF EX ROAD EDGE LINE.

/ EXTENT OF TYPE CM FENCING 1.2m HIGH - REFER SCHEDULE C01.

EXTENT OF SAFEROADS SEPARATION KERB SYSTEM OR SIMILAR APPROVED.

EXTENT OF EX ROAD CENTRE LINE.

EXTENT OF NEW PATHWAY

/ EXTENT OF TYPE PEN FENCING 0.6m HIGH - REFER SCHEDULE C01.

N

LONGITUDINAL SECTION1 H: 1:1000                                               V: 1:200
0 50m201042 0 50m201042

END OF CONCRETE
LINED DRAIN

EXISTING GUARDRAIL TO BE
REMOVED ALONG ENTIRE
SECTION OF NEW PATH
BETWEEN CH750 - CH1550.

NOTE: PATH TO FOLLOW EXISTING SURFACE UNO.

E2

B1

S

B1

S   START AT CH1327

44.87

B1  START AT CH1372

41828 - 14B
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B ADDED MISSING LEVELS TO LONGITUDINAL SECTIONS MM 03.11.2021 CW

A ISSUED FOR CONSTRUCTION MM 22.10.2021 CW
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AS SHOWN

SITE PLAN2 1:1000
0 50m201042

LISTMAP RAIL BOUNDARY
EXTENT OF 'EZY-GUARD SMART' SINGLE SIDED W-BEAM GUARD RAIL SYSTEM. SUPPLY AND INSTALL
X-TENSION 350 TANGENT & FLARED END TERMINAL AT ENDS OF EZY-GUARD SYSTEM.

EXTENT OF NEW ROAD WORKS.

LEGEND:
EXTENT OF LOCALISED SHAPING TO IMPROVE EXISTING
DRAINAGE, PLANT GRASS SEED ONCE COMPLETE.

DRAWING STATUS:

COORDINATE DATUM:

PLANAR (SCALED MGA94)

CONSTRUCTION

DATE/TIME:   Wednesday, 3 November 2021 11:30:50 AM PLOTTED: MATTHEW MAYER FILE LOCATION: L:\PROJECTS\41828 - CCC - DESIGN PATHWAY - PRESERVATION DRIVE, PENGUIN TO SULPHUR CREEK\DRAWINGS\41828
TENDER.DWG

WARNING
BEWARE OF 

The location of underground services is
approximate only and the exact position
should be proven on site. No guarantee
is given that all services are shown.

UNDERGROUND SERVICESEXTENT OF OVERLAY RESEAL
3m WIDE X 25mm THICK SEAL.

EXTENT OF EX ROAD EDGE LINE.

/ EXTENT OF TYPE CM FENCING 1.2m HIGH - REFER SCHEDULE C01.

EXTENT OF SAFEROADS SEPARATION KERB SYSTEM OR SIMILAR APPROVED.

EXTENT OF EX ROAD CENTRE LINE.

EXTENT OF NEW PATHWAY

/ EXTENT OF TYPE PEN FENCING 0.6m HIGH - REFER SCHEDULE C01.

N

LONGITUDINAL SECTION1 H: 1:1000                                               V: 1:200
0 50m201042 0 50m201042

EXISTING ROAD
CENTRE LINE

PATH IS TO CROSS OPEN DRAIN AT EXISTING CROSSING.
EXTEND DN450 PIPE UPSTREAM BY TWO PIPE LENGTHS AND
INSTALL NEW HEADWALL TO SUIT. BATTER EMBANKMENT AT
1(V):3(H) MAX FROM PATH VERGE TO HEADWALL.

NEW PATH IS TO FOLLOW
EXISTING SEALED ACCESS.
RESURFACE EXISTING
ROAD ALONG NEW PATH

TIE NEW LINEMARKING
INTO EXISTING.

BLOCK EXISTING VEHICLE ACCESS TO OLD ROAD
WITH BOLLARDS @ 1.75m CRS. BOLLARDS TO BE

TO TSD-R31-v1 - TYPE F, TIMBER BOLLARDS WITH
RETRO-REFLECTIVE MARKINGS OR SIMILAR.

INSTALL REMOVABLE BOLLARDS IN ROAD.

EXISTING GUARDRAIL

TO BE REMOVED

EXISTING PLAYGROUND
AND PICNIC TABLES

EXTENT OF FILL
REQUIRED -

APPROX. 50m3

REMOVE ROAD SURFACE,
PLACE TOP SOIL AND SEED.

EXTENT OF FILL REQUIRED - APPROX. 50m3NOTE: PATH TO FOLLOW EXISTING SURFACE UNO.

LINEMARKING NOTES:

1. POSTED SPEED LIMIT 70km/h
2. DESIGN VEHICLE 12.5m LONG BUS/TRUCK.
3. CHECK VEHICLE 19.0m LONG SEMI-RIGID VEHICLE.
4. REMARKING OF INTERSECTION DESIGNED IN PRINCIPLE

WITH AUSTROADS GUIDE TO ROAD DESIGN PART 4A
INTENT. DUE TO EXISTING BRIDGE CONSTRAINTS, AN
ALTERNATIVE ARRANGEMENT IS PROPOSED.

5. ALL PAVEMENT MARKINGS TO BE IN ACCORDANCE WITH DSG
STANDARD DRAWINGS AND SPECIFICATIONS. RPPM'S TO BE
INSTALLED AS PER DSG STANDARD DRAWINGS AS SHOWN
BELOW.

SD-81.001 SD-81.005
SD-81.003

E2

B2

B1

E2

B2

6.2
2

3m BREAK IN B2
CENTRED ON
EXISTING ACCESS

SUPPLY AND INSTALL END
TERMINAL AT CH1757

EXISTING 80KM/H SIGNS TO BE
REPLACED WITH 70KM/H.
RETAIN EXISTING 70KM/H SIGNS.

41828 - 15B
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INSTALL NEW TYPE CM FENCE 1.2m
HIGH REFER TO C01 FOR FURTHER
DETAIL.

REV AMENDMENTS DRAWN APPR.DATE

DATE

DRAWN

SURVEYOR

CHECKED

GEOCIVIL

JOB NUMBER DRAWING

PAPERSCALE

TWO SPEED BUMPS TO BE
REMOVED IN THIS AREA

PENGUIN SURF LIFE
SAVING CLUB

EXISTING
FENCE

PRESERVATION

EXTEND BOLLARDS AL0NG
SOUTH SIDE OF OLD ACCESS
TO VEGETATED AREA

EXISTING TASRAIL CROSSING.
TASRAIL LICENCE REFERENCE
P20 AND C21

INSTALL REMOVABLE
LOCKABLE BOLLARDS

IN ROADWAY

INSTALL SLEEVES FOR
PROVISION OF REMOVABLE

LOCKABLE BOLLARDS

INSTALL SLEEVES FOR
PROVISION OF REMOVABLE
LOCKABLE BOLLARDS

INSTALL REMOVABLE
LOCKABLE BOLLARDS IN
ROADWAY. EXTEND BOLLARDS
EITHER SIDE OF ROAD

INSTALL NEW TYPE CM FENCE 1.2m
HIGH AS PER LGAT STANDARD
DRAWINGS TOTAL LENGTH 45m.

INSTALL NO
THROUGH ROAD SIGN

(G9-18A) AND POLE

INSTALL NO
THROUGH ROAD SIGN

(G9-18A) AND POLE

SIGNS TO BE INSTALLED AT EITHER
END OF SURF CLUB AREA ADVISING
PEDESTRIANS/CYCLISTS OF SURF
CLUB OPERATIONS. SIGNS ARE TO
BE CUSTOMISED AND AGREED
UPON BY CENTRAL COAST COUNCIL
AND SURF LIFE SAVING CLUB.

A3

PART PLAN - SURF LIFE SAVING CLUB SURROUND03/07/2021

MM CW

41828PDA CENTRAL COAST COUNCIL
COASTAL PATHWAY PENGUIN TO SULPHUR CREEK
CONSTRUCTION DOCUMENTATION

---- ---- ---- ---- ----

---- ---- ---- ---- ----

B ADDED MISSING LEVELS TO LONGITUDINAL SECTIONS MM 03.11.2021 CW

A ISSUED FOR CONSTRUCTION MM 22.10.2021 CW

---- ---- ---- ---- ----

AS SHOWN

SITE PLAN2 1:1000
0 50m201042

LISTMAP RAIL BOUNDARY
EXTENT OF 'EZY-GUARD SMART' SINGLE SIDED W-BEAM GUARD RAIL SYSTEM. SUPPLY AND INSTALL
X-TENSION 350 TANGENT & FLARED END TERMINAL AT ENDS OF EZY-GUARD SYSTEM.

EXTENT OF NEW ROAD WORKS.

LEGEND:
EXTENT OF LOCALISED SHAPING TO IMPROVE EXISTING
DRAINAGE, PLANT GRASS SEED ONCE COMPLETE.

DRAWING STATUS:

COORDINATE DATUM:

PLANAR (SCALED MGA94)

CONSTRUCTION

DATE/TIME:   Wednesday, 3 November 2021 11:31:00 AM PLOTTED: MATTHEW MAYER FILE LOCATION: L:\PROJECTS\41828 - CCC - DESIGN PATHWAY - PRESERVATION DRIVE, PENGUIN TO SULPHUR CREEK\DRAWINGS\41828
TENDER.DWG

WARNING
BEWARE OF 

The location of underground services is
approximate only and the exact position
should be proven on site. No guarantee
is given that all services are shown.

UNDERGROUND SERVICESEXTENT OF OVERLAY RESEAL
3m WIDE X 25mm THICK SEAL.

EXTENT OF EX ROAD EDGE LINE.

/ EXTENT OF TYPE CM FENCING 1.2m HIGH - REFER SCHEDULE C01.

EXTENT OF SAFEROADS SEPARATION KERB SYSTEM OR SIMILAR APPROVED.

EXTENT OF EX ROAD CENTRE LINE.

EXTENT OF NEW PATHWAY

/ EXTENT OF TYPE PEN FENCING 0.6m HIGH - REFER SCHEDULE C01.

N

LONGITUDINAL SECTION1 H: 1:1000                                               V: 1:200
0 50m201042 0 50m201042

DRIVE

INSTALL 1200x1200 PIT AT
END OF EXISTING PIPES
SW3/1

EXISTING SEWER
PUMP STATION

EXISTING MANHOLE LID AND
SURROUND TO BE ADJUSTED TO
MATCH NEW PATH LEVELS

6 Queen Street
Burnie, Tasmania, 7320

PHONE: +61 03 6431 4400
FAX: +61 03 6431 6663

EMAIL: pda.bne@pda.com.au

www.pda.com.au
Also at: Launceston, Devonport,

Hobart & KingstonPDASurveyors
Surveying, Engineering & Planning

Incorporating

ABN 71 217 806 325

WALTER
SURVEYS

NOTE: PATH TO FOLLOW
EXISTING SURFACE UNO.

LINEMARKING NOTES:

1. POSTED SPEED LIMIT 70km/h
2. DESIGN VEHICLE 12.5m LONG BUS/TRUCK.
3. CHECK VEHICLE 19.0m LONG SEMI-RIGID VEHICLE.
4. REMARKING OF INTERSECTION DESIGNED IN PRINCIPLE

WITH AUSTROADS GUIDE TO ROAD DESIGN PART 4A
INTENT. DUE TO EXISTING BRIDGE CONSTRAINTS, AN
ALTERNATIVE ARRANGEMENT IS PROPOSED.

5. ALL PAVEMENT MARKINGS TO BE IN ACCORDANCE WITH DSG
STANDARD DRAWINGS AND SPECIFICATIONS. RPPM'S TO BE
INSTALLED AS PER DSG STANDARD DRAWINGS AS SHOWN
BELOW.

SD-81.001 SD-81.005
SD-81.003

TIE NEW LINEMARKING
INTO EXISTING.B2 E2

TYPE CM FENCE TO TIE INTO
EXISTING GATE AND FENCE.

INSTALL 1200x1200 PIT WITH GRATED LID.
CONNECT NEW PITS WITH 2 x DN450 CLASS
2 RCP. BACKFILL WITH CLEAN FILL AND
SHAPE TO EXISTING GROUND LEVELS SW3/2

41828 - 16B
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PAPERSCALE6 Queen Street
Burnie, Tasmania, 7320

PHONE: +61 03 6431 4400
FAX: +61 03 6431 6663

EMAIL: pda.bne@pda.com.au

www.pda.com.au
Also at: Launceston, Devonport,

Hobart & KingstonPDASurveyors
Surveying, Engineering & Planning

Incorporating

ABN 71 217 806 325

WALTER
SURVEYS

PRESERVATION                   DRIVE

EXISTING
TELSTRA PIT

A3

PART PLAN - CH2000 - CH235003/07/2021

MM CW

41828PDA CENTRAL COAST COUNCIL
COASTAL PATHWAY PENGUIN TO SULPHUR CREEK
CONSTRUCTION DOCUMENTATION

---- ---- ---- ---- ----

---- ---- ---- ---- ----

B ADDED MISSING LEVELS TO LONGITUDINAL SECTIONS MM 03.11.2021 CW

A ISSUED FOR CONSTRUCTION MM 22.10.2021 CW

---- ---- ---- ---- ----

AS SHOWN

SITE PLAN2 1:1000
0 50m201042

LISTMAP RAIL BOUNDARY

EXTENT OF NEW ROAD WORKS.

LEGEND:
EXTENT OF LOCALISED SHAPING TO IMPROVE EXISTING
DRAINAGE, PLANT GRASS SEED ONCE COMPLETE.

DRAWING STATUS:

COORDINATE DATUM:

PLANAR (SCALED MGA94)

CONSTRUCTION

DATE/TIME:   Wednesday, 3 November 2021 11:31:10 AM PLOTTED: MATTHEW MAYER FILE LOCATION: L:\PROJECTS\41828 - CCC - DESIGN PATHWAY - PRESERVATION DRIVE, PENGUIN TO SULPHUR CREEK\DRAWINGS\41828
TENDER.DWG

WARNING
BEWARE OF 

The location of underground services is
approximate only and the exact position
should be proven on site. No guarantee
is given that all services are shown.

UNDERGROUND SERVICESEXTENT OF OVERLAY RESEAL
3m WIDE X 25mm THICK SEAL.

EXTENT OF EX ROAD EDGE LINE.

/ EXTENT OF TYPE CM FENCING 1.2m HIGH - REFER SCHEDULE C01.

EXTENT OF SAFEROADS SEPARATION KERB SYSTEM OR SIMILAR APPROVED.

EXTENT OF EX ROAD CENTRE LINE.

EXTENT OF NEW PATHWAY

/ EXTENT OF TYPE PEN FENCING 0.6m HIGH - REFER SCHEDULE C01.

N

LONGITUDINAL SECTION1 H: 1:1000                                               V: 1:200
0 50m201042 0 50m201042

IF REQUIRED, RAISE / LOWER
EXISTING TELSTRA PIT TO MATCH
NEW RAMP/PATH LEVELS

NOTE: PATH TO FOLLOW EXISTING SURFACE UNO.

NEW PEDESTRIAN CROSSING TO TASRAIL
STANDARD SPECIFICATIONS LOCATION AT
CH2325 BY OTHERS NOT IN CONTRACT.
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PAPERSCALE6 Queen Street
Burnie, Tasmania, 7320

PHONE: +61 03 6431 4400
FAX: +61 03 6431 6663

EMAIL: pda.bne@pda.com.au

www.pda.com.au
Also at: Launceston, Devonport,

Hobart & KingstonPDASurveyors
Surveying, Engineering & Planning

Incorporating

ABN 71 217 806 325

WALTER
SURVEYS

PRESERVATION

IF REQUIRED, RAISE / LOWER
EXISTING TELSTRA PIT TO
MATCH NEW PATH LEVELS

IF REQUIRED, RAISE / LOWER
EXISTING TELSTRA PIT TO
MATCH NEW PATH LEVELS

A3

PART PLAN - CH2350 - CH270003/07/2021

MM CW

41828PDA CENTRAL COAST COUNCIL
COASTAL PATHWAY PENGUIN TO SULPHUR CREEK
CONSTRUCTION DOCUMENTATION
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B ADDED MISSING LEVELS TO LONGITUDINAL SECTIONS MM 03.11.2021 CW

A ISSUED FOR CONSTRUCTION MM 22.10.2021 CW

---- ---- ---- ---- ----

AS SHOWN

SITE PLAN2 1:1000
0 50m201042

LISTMAP RAIL BOUNDARY

EXTENT OF NEW ROAD WORKS.

LEGEND:
EXTENT OF LOCALISED SHAPING TO IMPROVE EXISTING
DRAINAGE, PLANT GRASS SEED ONCE COMPLETE.

DRAWING STATUS:

COORDINATE DATUM:

PLANAR (SCALED MGA94)

CONSTRUCTION

DATE/TIME:   Wednesday, 3 November 2021 11:31:20 AM PLOTTED: MATTHEW MAYER FILE LOCATION: L:\PROJECTS\41828 - CCC - DESIGN PATHWAY - PRESERVATION DRIVE, PENGUIN TO SULPHUR CREEK\DRAWINGS\41828
TENDER.DWG

WARNING
BEWARE OF 

The location of underground services is
approximate only and the exact position
should be proven on site. No guarantee
is given that all services are shown.

UNDERGROUND SERVICESEXTENT OF OVERLAY RESEAL
3m WIDE X 25mm THICK SEAL.

EXTENT OF EX ROAD EDGE LINE.

/ EXTENT OF TYPE CM FENCING 1.2m HIGH - REFER SCHEDULE C01.

EXTENT OF SAFEROADS SEPARATION KERB SYSTEM OR SIMILAR APPROVED.

EXTENT OF EX ROAD CENTRE LINE.

EXTENT OF NEW PATHWAY

/ EXTENT OF TYPE PEN FENCING 0.6m HIGH - REFER SCHEDULE C01.

LONGITUDINAL SECTION1 H: 1:1000                                               V: 1:200
0 50m201042 0 50m201042

DRIVE

N

NOTE: PATH TO FOLLOW EXISTING SURFACE UNO.
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www.pda.com.au
Also at: Launceston, Devonport,

Hobart & KingstonPDASurveyors
Surveying, Engineering & Planning

Incorporating

ABN 71 217 806 325

WALTER
SURVEYS

PRESERVATION       DRIVE

RAISE / LOWER EXISTING
TELSTRA PIT TO MATCH
NEW PATH LEVELS

A3

PART PLAN - CH2700 - CH305003/07/2021

MM CW

41828PDA CENTRAL COAST COUNCIL
COASTAL PATHWAY PENGUIN TO SULPHUR CREEK
CONSTRUCTION DOCUMENTATION
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---- ---- ---- ---- ----

B ADDED MISSING LEVELS TO LONGITUDINAL SECTIONS MM 03.11.2021 CW

A ISSUED FOR CONSTRUCTION MM 22.10.2021 CW

---- ---- ---- ---- ----

AS SHOWN

SITE PLAN2 1:1000
0 50m201042

LISTMAP RAIL BOUNDARY

EXTENT OF NEW ROAD WORKS.

LEGEND:
EXTENT OF LOCALISED SHAPING TO IMPROVE EXISTING
DRAINAGE, PLANT GRASS SEED ONCE COMPLETE.

DRAWING STATUS:

COORDINATE DATUM:

PLANAR (SCALED MGA94)

CONSTRUCTION

DATE/TIME:   Wednesday, 3 November 2021 11:31:30 AM PLOTTED: MATTHEW MAYER FILE LOCATION: L:\PROJECTS\41828 - CCC - DESIGN PATHWAY - PRESERVATION DRIVE, PENGUIN TO SULPHUR CREEK\DRAWINGS\41828
TENDER.DWG

WARNING
BEWARE OF 

The location of underground services is
approximate only and the exact position
should be proven on site. No guarantee
is given that all services are shown.

UNDERGROUND SERVICESEXTENT OF OVERLAY RESEAL
3m WIDE X 25mm THICK SEAL.

EXTENT OF EX ROAD EDGE LINE.

/ EXTENT OF TYPE CM FENCING 1.2m HIGH - REFER SCHEDULE C01.

EXTENT OF SAFEROADS SEPARATION KERB SYSTEM OR SIMILAR APPROVED.

EXTENT OF EX ROAD CENTRE LINE.

EXTENT OF NEW PATHWAY

/ EXTENT OF TYPE PEN FENCING 0.6m HIGH - REFER SCHEDULE C01.

LONGITUDINAL SECTION1 H: 1:1000                                               V: 1:200
0 50m201042 0 50m201042

N

PIPE OPEN DRAIN WITH DN300 RCP (SW4) 6m
IN TOTAL LENGTH AND PROVIDE HEADWALL
(SW4/1) CLEAR OF PATH.

EXISTING TELSTRA PIT

NOTE: PATH TO FOLLOW EXISTING SURFACE UNO.

SW4/1

SW4

41828 - 19B
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PAPERSCALE

PHONE: +61 03 6423 6875
EMAIL: pda.dpt@pda.com.au

63 Don Street
Devonport, Tasmania, 7310

www.pda.com.au
 Also at: Burnie, Launceston,

Hobart & KingstonPDASurveyors
Surveying, Engineering & Planning

Incorporating

ABN 71 217 806 325

WALTER
SURVEYS

EXTEND EXISTING RCP 375 PIPE BY 6m (SW5) IN TOTAL
LENGTH AND INSTALL NEW 1050DIA MANHOLE (SW4/1).
INSTALL NEW RCP 375 WITH ENERGY DISSIPATER
HEADWALL (SW5/2) PARALLEL EXISTING RAIL WAY LINE
TO AVOID EROSION OF EXISTING RAIL FORMATION.

PRESERVATION  DRIVE

EXISTING
TELSTRA PITS

A3

PART PLAN - CH3050 - CH340003/07/2021

MM CW

41828PDA CENTRAL COAST COUNCIL
COASTAL PATHWAY PENGUIN TO SULPHUR CREEK
CONSTRUCTION DOCUMENTATION

---- ---- ---- ---- ----

---- ---- ---- ---- ----

B ADDED MISSING LEVELS TO LONGITUDINAL SECTIONS MM 03.11.2021 CW

A ISSUED FOR CONSTRUCTION MM 22.10.2021 CW

---- ---- ---- ---- ----

AS SHOWN

SITE PLAN2 1:1000
0 50m201042

LISTMAP RAIL BOUNDARY

EXTENT OF NEW ROAD WORKS.

LEGEND:
EXTENT OF LOCALISED SHAPING TO IMPROVE EXISTING
DRAINAGE, PLANT GRASS SEED ONCE COMPLETE.

DRAWING STATUS:

COORDINATE DATUM:

PLANAR (SCALED MGA94)

CONSTRUCTION

DATE/TIME:   Wednesday, 3 November 2021 11:31:40 AM PLOTTED: MATTHEW MAYER FILE LOCATION: L:\PROJECTS\41828 - CCC - DESIGN PATHWAY - PRESERVATION DRIVE, PENGUIN TO SULPHUR CREEK\DRAWINGS\41828
TENDER.DWG

WARNING
BEWARE OF 

The location of underground services is
approximate only and the exact position
should be proven on site. No guarantee
is given that all services are shown.

UNDERGROUND SERVICESEXTENT OF OVERLAY RESEAL
3m WIDE X 25mm THICK SEAL.

EXTENT OF EX ROAD EDGE LINE.

/ EXTENT OF TYPE CM FENCING 1.2m HIGH - REFER SCHEDULE C01.

EXTENT OF SAFEROADS SEPARATION KERB SYSTEM OR SIMILAR APPROVED.

EXTENT OF EX ROAD CENTRE LINE.

EXTENT OF NEW PATHWAY

/ EXTENT OF TYPE PEN FENCING 0.6m HIGH - REFER SCHEDULE C01.

LONGITUDINAL SECTION1 H: 1:1000                                               V: 1:200
0 50m201042 0 50m201042

N

EXISTING SEWER MANHOLE. SEALED
ACCESS IS TO BE BLOCKED USING
BOLLARDS, AND TIMBER RAILING ON
SOUTH SIDE OF ACCESS

PATH TO MERGE ONTO
EXISTING SEALED ACCESS

EXISTING TELSTRA PIT

EXISTING SEWER
PUMP STATION

EXISTING STEPS AND LICENSED
PEDESTRIAN TASRAIL CROSSING.
TASRAIL REFERENCE P21

NOTE: PATH TO FOLLOW EXISTING SURFACE UNO.

E2

TIE NEW LINEMARKING INTO
EXISTING LINEMARKING.

B1B2

LINEMARKING NOTES:

1. POSTED SPEED LIMIT 70km/h
2. DESIGN VEHICLE 12.5m LONG BUS/TRUCK.
3. CHECK VEHICLE 19.0m LONG SEMI-RIGID VEHICLE.
4. REMARKING OF INTERSECTION DESIGNED IN PRINCIPLE

WITH AUSTROADS GUIDE TO ROAD DESIGN PART 4A
INTENT. DUE TO EXISTING BRIDGE CONSTRAINTS, AN
ALTERNATIVE ARRANGEMENT IS PROPOSED.

5. ALL PAVEMENT MARKINGS TO BE IN ACCORDANCE WITH DSG
STANDARD DRAWINGS AND SPECIFICATIONS. RPPM'S TO BE
INSTALLED AS PER DSG STANDARD DRAWINGS AS SHOWN
BELOW.

SD-81.001 SD-81.005
SD-81.003

B2  START AT CH3300
E2 START AT CH 3300

12.45

B1  START AT CH3400

SW5/2
SW5/1

FIXED BOLLARDS 15 NO.

REMOVABLE BOLLARDS 4 NO.

NEW PEDESTRIAN CROSSING TO TASRAIL
STANDARD SPECIFICATIONS LOCATION AT
CH3325 BY OTHERS NOT IN CONTRACT.

41828 - 20B
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WALTER
SURVEYS

PRESERVATION                       DRIVE

RAISE MANHOLE LID AND SURROUND
TO MATCH NEW PATH LEVELS
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LEGEND:
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DRAINAGE, PLANT GRASS SEED ONCE COMPLETE.
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COORDINATE DATUM:
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WARNING
BEWARE OF 

The location of underground services is
approximate only and the exact position
should be proven on site. No guarantee
is given that all services are shown.

UNDERGROUND SERVICESEXTENT OF OVERLAY RESEAL
3m WIDE X 25mm THICK SEAL.

EXTENT OF EX ROAD EDGE LINE.

/ EXTENT OF TYPE CM FENCING 1.2m HIGH - REFER SCHEDULE C01.

EXTENT OF SAFEROADS SEPARATION KERB SYSTEM OR SIMILAR APPROVED.

EXTENT OF EX ROAD CENTRE LINE.

EXTENT OF NEW PATHWAY

/ EXTENT OF TYPE PEN FENCING 0.6m HIGH - REFER SCHEDULE C01.

LONGITUDINAL SECTION1 H: 1:1000                                               V: 1:200
0 50m201042 0 50m201042

N

RAISE MANHOLE LID AND SURROUND
TO MATCH NEW PATH LEVELS

NOTE: PATH TO FOLLOW EXISTING SURFACE UNO.

LINEMARKING NOTES:

1. POSTED SPEED LIMIT 70km/h
2. DESIGN VEHICLE 12.5m LONG BUS/TRUCK.
3. CHECK VEHICLE 19.0m LONG SEMI-RIGID VEHICLE.
4. REMARKING OF INTERSECTION DESIGNED IN PRINCIPLE

WITH AUSTROADS GUIDE TO ROAD DESIGN PART 4A
INTENT. DUE TO EXISTING BRIDGE CONSTRAINTS, AN
ALTERNATIVE ARRANGEMENT IS PROPOSED.

5. ALL PAVEMENT MARKINGS TO BE IN ACCORDANCE WITH DSG
STANDARD DRAWINGS AND SPECIFICATIONS. RPPM'S TO BE
INSTALLED AS PER DSG STANDARD DRAWINGS AS SHOWN
BELOW.

SD-81.001 SD-81.005
SD-81.003

B1
B2

B1 START AT CH3400

S   START AT CH3549
S

EXISTING STEPS AND LICENSED
PEDESTRIAN TASRAIL CROSSING.
TASRAIL REFERENCE P21.
CROSSING SUBJECT TO RELOCATION
BY OTHERS PENDING ALCAM.
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Incorporating
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WALTER
SURVEYS

EXISTING LICENSED PEDESTRIAN
RAIL CROSSING TO REMAIN.
TASRAIL REFERENCE P22.
UPGRADE FENCING OF EXISTING
CROSSING TO CURRENT
STANDARDS.

C
R

EAM
ER

Y  R
O

AD

RAISE EXISTING TELSTRA PIT
TO MATCH NEW LEVELS

RAISE MANHOLE LID AND SURROUND TO
MATCH NEW PATH LEVELS.
REMOVE EXISTING HEADWALL AND INSTALL
NEW GRATED PIT OVER END OF PIPE.

 EXISTING TELSTRA PIT

RAISE MANHOLE LID AND SURROUND TO
MATCH NEW PATH LEVELS IF REQUIRED
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WARNING
BEWARE OF 

The location of underground services is
approximate only and the exact position
should be proven on site. No guarantee
is given that all services are shown.

UNDERGROUND SERVICESEXTENT OF OVERLAY RESEAL
3m WIDE X 25mm THICK SEAL.

EXTENT OF EX ROAD EDGE LINE.

/ EXTENT OF TYPE CM FENCING 1.2m HIGH - REFER SCHEDULE C01.

EXTENT OF SAFEROADS SEPARATION KERB SYSTEM OR SIMILAR APPROVED.

EXTENT OF EX ROAD CENTRE LINE.

EXTENT OF NEW PATHWAY

/ EXTENT OF TYPE PEN FENCING 0.6m HIGH - REFER SCHEDULE C01.

LONGITUDINAL SECTION1 H: 1:1000                                               V: 1:200
0 50m201042 0 50m201042

N

EXISTING
BUS STOP

NOTE: PATH TO FOLLOW EXISTING SURFACE UNO.

3.56 23.43 31.68

LINEMARKING NOTES:

1. POSTED SPEED LIMIT 70km/h
2. DESIGN VEHICLE 12.5m LONG BUS/TRUCK.
3. CHECK VEHICLE 19.0m LONG SEMI-RIGID VEHICLE.
4. REMARKING OF INTERSECTION DESIGNED IN PRINCIPLE

WITH AUSTROADS GUIDE TO ROAD DESIGN PART 4A
INTENT. DUE TO EXISTING BRIDGE CONSTRAINTS, AN
ALTERNATIVE ARRANGEMENT IS PROPOSED.

5. ALL PAVEMENT MARKINGS TO BE IN ACCORDANCE WITH DSG
STANDARD DRAWINGS AND SPECIFICATIONS. RPPM'S TO BE
INSTALLED AS PER DSG STANDARD DRAWINGS AS SHOWN
BELOW.

SD-81.001 SD-81.005
SD-81.003

S

START DEPARTURE CHANNEL AT CH3874

HL
HL  START AT CH3965 E2  START AT CH3400

END DEPARTURE CHANNEL AT CH3991

START APPROACH CHANNEL AT CH3998
START APPROACH
CHANNEL AT CH4143

B4 CC

CC

B4

CC

C
REMOVE EXISTING PAVEMENT
MARKINGS SHOWN, TO DSG
SPECIFICATION, SECTION 721.A08.

REINSTATE PAVEMENT MARKINGS AS
SHOWN BELOW, TO DSG
SPECIFICATION, SECTION 721.
C   START AT CH4057

E2
E2

B4

41828 - 22B
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WALTER
SURVEYS

PRESERVATION DRIVE

O
C

EAN
SID

E
BO

U
LEVAR

D

EXISTING TELSTRA PIT TO BE
RETAINED & PROTECTED DURING
PATH WORKS.NEW PATH LEVELS TO MATCH

INTO EXISTING ACCESS.
RE-GRADE ACCESS TO SUIT EXISTING LICENSED RAIL CROSSING

TASRAIL REFERENCE C22 TO BE
RETAINED & PROTECTED DURING
PATH WORKS.

INSTALL TYPE WRT FENCE
1.2m HIGH.
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0 50m201042

LISTMAP RAIL BOUNDARY

EXTENT OF NEW ROAD WORKS.

LEGEND:
EXTENT OF LOCALISED SHAPING TO IMPROVE EXISTING
DRAINAGE, PLANT GRASS SEED ONCE COMPLETE.
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COORDINATE DATUM:
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WARNING
BEWARE OF 

The location of underground services is
approximate only and the exact position
should be proven on site. No guarantee
is given that all services are shown.

UNDERGROUND SERVICESEXTENT OF OVERLAY RESEAL
3m WIDE X 25mm THICK SEAL.

EXTENT OF EX ROAD EDGE LINE.

/ EXTENT OF TYPE CM FENCING 1.2m HIGH - REFER SCHEDULE C01.

EXTENT OF SAFEROADS SEPARATION KERB SYSTEM OR SIMILAR APPROVED.

EXTENT OF EX ROAD CENTRE LINE.

EXTENT OF NEW PATHWAY

/ EXTENT OF TYPE PEN FENCING 0.6m HIGH - REFER SCHEDULE C01.

LONGITUDINAL SECTION1 H: 1:1000                                               V: 1:200
0 50m201042 0 50m201042

N

1
41

USE EXISTING BRIDGE AND
INSTALL LANE SEPARATORS.

ROAD LANES TO BE REMARKED

NEW LENGTH OF 1200mm HIGH
FENCE FOR CREEK DROP OFF

EXISTING
BUST STOP.

REMOVE EXISTING PAVEMENT
MARKINGS SHOWN, TO DSG
SPECIFICATION, SECTION 721.A08.

REINSTATE PAVEMENT MARKINGS AS
SHOWN BELOW, TO DSG
SPECIFICATION, SECTION 721.

NOTE: PATH TO FOLLOW EXISTING SURFACE UNO.

LINEMARKING NOTES:

1. POSTED SPEED LIMIT 70km/h
2. DESIGN VEHICLE 12.5m LONG BUS/TRUCK.
3. CHECK VEHICLE 19.0m LONG SEMI-RIGID VEHICLE.
4. REMARKING OF INTERSECTION DESIGNED IN PRINCIPLE

WITH AUSTROADS GUIDE TO ROAD DESIGN PART 4A
INTENT. DUE TO EXISTING BRIDGE CONSTRAINTS, AN
ALTERNATIVE ARRANGEMENT IS PROPOSED.

5. ALL PAVEMENT MARKINGS TO BE IN ACCORDANCE WITH DSG
STANDARD DRAWINGS AND SPECIFICATIONS. RPPM'S TO BE
INSTALLED AS PER DSG STANDARD DRAWINGS AS SHOWN
BELOW.

SD-81.001 SD-81.005
SD-81.003

E2  END AT CH4240

B1  START AT CH4143

TIE NEW LINEMARKING INTO
EXISTING LINEMARKING.

E2  END AT CH4250

E2 B1

B4  30m LONG.
B4  30m LONG.

B4  PEDESTRIAN REFUGE
APPROACH 21m LONG.

B4  PEDESTRIAN REFUGE
APPROACH 21m LONG.

NEW W6-1 AND W8-25 UNDER
AS PER FIGURE 7 OF AS1742.10-2009

PLACE AT CH4266.

NEW W6-1 AND W8-25 UNDER
AS PER FIGURE 7 OF AS1742.10-2009

PLACE AT CH4266.

41828 - 23B
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WALTER
SURVEYS

PRESERVATION DRIVE

EXISTING DISUSED
RAIL PLATFORM
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WARNING
BEWARE OF 

The location of underground services is
approximate only and the exact position
should be proven on site. No guarantee
is given that all services are shown.

UNDERGROUND SERVICESEXTENT OF OVERLAY RESEAL
3m WIDE X 25mm THICK SEAL.

EXTENT OF EX ROAD EDGE LINE.

/ EXTENT OF TYPE CM FENCING 1.2m HIGH - REFER SCHEDULE C01.

EXTENT OF SAFEROADS SEPARATION KERB SYSTEM OR SIMILAR APPROVED.

EXTENT OF EX ROAD CENTRE LINE.

EXTENT OF NEW PATHWAY

/ EXTENT OF TYPE PEN FENCING 0.6m HIGH - REFER SCHEDULE C01.

LONGITUDINAL SECTION1 H: 1:1000                                               V: 1:200
0 50m201042 0 50m201042

N

SE
E 

BE
LO

W
 F

O
R

 C
O

N
TI

N
U

AT
IO

N
.

SE
E 

AB
O

VE
 F

O
R

 C
O

N
TI

N
U

AT
IO

N
.

1
42

2
43

CONSTRUCT KERBED BUS BAY TO LGAT STANDARD DRAWINGS.
LANDSCAPE BEHIND NEW KERB AND UNDERTAKE ASSOCIATED
WORKS TO COMPLY WITH DISABILITY ACCESS STANDARDS
(CONCRETE ACCESS FROM BUS SHELTER TO
EMBARKING/DISEMBARKING LOCATION, TACTILE INDICATORS ETC)

EXISTING BUS SHELTER
TO BE REPLACED WITH NEW
DDA TYPE BUS SHELTER.

EXISTING HEADWALL TO BE
RENEWED AND SURROUNDING
AREA TO BE GRADED TO SUIT

ALLOW FOR DN300 PVC STORMWATER LINE
100m TOTAL LENGTH. CONNECT INTO
EXISTING SW MH SHOWN.

1
43

NOTE: PATH TO FOLLOW EXISTING SURFACE UNO.

CONSTRUCT TYPE 1 SIDE ENTRY PIT CONNECT
INTO EXISTING STORMWATER LINE WITH DN300
STORMPRO PIPE INTO NEW DN1050 MH.

CONSTRUCT TYPE 1 SIDE ENTRY PIT
CONNECT INTO DN300 STORMPRO PIPE.

SW6/2

SW7/3

SW6/1

SW7/2

SW7/1

B4  30m LONG.

B4  PEDESTRIAN REFUGE
APPROACH 21m LONG.

B4  PEDESTRIAN REFUGE
APPROACH 21m LONG.

B4  30m LONG.

B4  30m LONG.

B4  PEDESTRIAN REFUGE
APPROACH 21m LONG.

LINEMARKING NOTES:

1. POSTED SPEED LIMIT 70km/h
2. DESIGN VEHICLE 12.5m LONG BUS/TRUCK.
3. CHECK VEHICLE 19.0m LONG SEMI-RIGID VEHICLE.
4. REMARKING OF INTERSECTION DESIGNED IN PRINCIPLE

WITH AUSTROADS GUIDE TO ROAD DESIGN PART 4A
INTENT. DUE TO EXISTING BRIDGE CONSTRAINTS, AN
ALTERNATIVE ARRANGEMENT IS PROPOSED.

5. ALL PAVEMENT MARKINGS TO BE IN ACCORDANCE WITH DSG
STANDARD DRAWINGS AND SPECIFICATIONS. RPPM'S TO BE
INSTALLED AS PER DSG STANDARD DRAWINGS AS SHOWN
BELOW.

SD-81.001 SD-81.005
SD-81.003

NEW W6-1 AND W8-25 UNDER
AS PER FIGURE 7 OF AS1742.10-2009

PLACE AT CH4575.

NEW W6-1 AND W8-25 UNDER
AS PER FIGURE 7 OF AS1742.10-2009

PLACE AT CH4575.

41828 - 24B



///
V

V

V V

V V

V V

V V

V V

V V

V V

V

V V

V V

V V

V V

V V

V V

V V

V V

V V

V V

SW

SW

/

/
/

V V

V V

V V

V V

352350348

346
344

342

340
338

336

334330
328326

324
322

320318

SW
SW

SW
SW

4832
4833

4850

4900

4950 5000

5050

5100

5150

DATUM 1.00

HORIZONTAL
GEOMETRY

CUT/FILL DEPTH

DESIGN LEVEL

EXISTING LEVEL

CHAINAGE

0.62% 0.25%-0.50%-2.13% 0.64%0.48% 0.37%

0.
00

0

0.
01

2

0.
03

1

-0
.0

01

-0
.1

06

0.
00

4

0.
07

5

-0
.0

57

0.
04

3

-0
.1

45

-0
.0

59

-0
.1

00

-0
.0

14

4.
09

6

4.
17

7

4.
34

2

4.
39

9

4.
58

2

4.
76

5

4.
83

8

4.
71

9

4.
87

7

4.
73

8

4.
83

4

4.
85

1

4.
97

6

4.
10

4.
16

4.
31

4.
40

4.
69

4.
76

4.
76

4.
78

4.
83

4.
88

4.
89

4.
95

4.
99

48
33

.0
00

48
50

.0
00

48
84

.2
70

49
00

.0
00

49
50

.0
00

50
00

.0
00

50
20

.0
00

50
25

.5
80

50
50

.0
00

50
77

.7
10

50
93

.1
94

51
00

.0
00

51
50

.0
00

20.606
290°35'51"

1.453
312°32'55"

53.491
299°11'00"

15.935
304°10'26"

R400.000
A75.837

6.946
293°18'07"

89.191
282°26'21"

R50.000
A8.037

R30.000
A4.385

30.233
303°20'18"

115.274
303°20'18"

REV AMENDMENTS DRAWN APPR.DATE

DATE

DRAWN

SURVEYOR

CHECKED

GEOCIVIL

JOB NUMBER DRAWING

PAPERSCALE6 Queen Street
Burnie, Tasmania, 7320

PHONE: +61 03 6431 4400
FAX: +61 03 6431 6663

EMAIL: pda.bne@pda.com.au

www.pda.com.au
Also at: Launceston, Devonport,

Hobart & KingstonPDASurveyors
Surveying, Engineering & Planning

Incorporating

ABN 71 217 806 325

WALTER
SURVEYS

PRESERVATION DRIVE

NEW DRIVEWAY CROSSOVERS ARE TO BE CONSTRUCTED
AT ALL DRIVEWAYS AND EXISTING DRIVEWAYS ARE TO BE
ADJUSTED TO MATCH NEW PATH LEVELS. ALL DRIVEWAY
GRADES ARE TO BE IN ACCORDANCE WITH LGAT
STANDARD DRAWING TSD-R09-v1. MATERIALS TO BE USED
TO ADJUST DRIVEWAYS ARE TO MATCH EXISTING
DRIVEWAY MATERIALS.
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1. POSTED SPEED LIMIT 70km/h
2. DESIGN VEHICLE 12.5m LONG BUS/TRUCK.
3. CHECK VEHICLE 19.0m LONG SEMI-RIGID VEHICLE.
4. REMARKING OF INTERSECTION DESIGNED IN PRINCIPLE

WITH AUSTROADS GUIDE TO ROAD DESIGN PART 4A
INTENT. DUE TO EXISTING BRIDGE CONSTRAINTS, AN
ALTERNATIVE ARRANGEMENT IS PROPOSED.

5. ALL PAVEMENT MARKINGS TO BE IN ACCORDANCE WITH DSG
STANDARD DRAWINGS AND SPECIFICATIONS. RPPM'S TO BE
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SD-81.001 SD-81.005
SD-81.003
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WARNING
BEWARE OF 

The location of underground services is
approximate only and the exact position
should be proven on site. No guarantee
is given that all services are shown.

UNDERGROUND SERVICESEXTENT OF OVERLAY RESEAL
3m WIDE X 25mm THICK SEAL.

EXTENT OF EX ROAD EDGE LINE.

/ EXTENT OF TYPE CM FENCING 1.2m HIGH - REFER SCHEDULE C01.

EXTENT OF SAFEROADS SEPARATION KERB SYSTEM OR SIMILAR APPROVED.

EXTENT OF EX ROAD CENTRE LINE.

EXTENT OF NEW PATHWAY

/ EXTENT OF TYPE PEN FENCING 0.6m HIGH - REFER SCHEDULE C01.

LONGITUDINAL SECTION1 H: 1:1000                                               V: 1:200
0 50m201042 0 50m201042
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WARNING
BEWARE OF 

The location of underground services is
approximate only and the exact position
should be proven on site. No guarantee
is given that all services are shown.
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EXTENT OF EX ROAD EDGE LINE.
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EXTENT OF EX ROAD EDGE LINE.
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EXTENT OF SAFEROADS SEPARATION KERB SYSTEM OR SIMILAR APPROVED.

EXTENT OF EX ROAD CENTRE LINE.

EXTENT OF NEW PATHWAY
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NOTE: PATH TO FOLLOW EXISTING SURFACE UNO.

CONSTRUCT ASPHALT FLAT TOP HUMP
AND INSTALL MARKINGS AS PER
TSD-R21-v2 WATTS PROFILE HUMP.

NEW DRIVEWAY CROSSOVERS ARE TO BE CONSTRUCTED
AT ALL DRIVEWAYS AND EXISTING DRIVEWAYS ARE TO BE
ADJUSTED TO MATCH NEW PATH LEVELS. ALL DRIVEWAY
GRADES ARE TO BE IN ACCORDANCE WITH LGAT
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WARNING
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is given that all services are shown.
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